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Abstract 
As part of its operation, the NGS CORS Data Center, which also operates as an IGS regional data center, performs the routine task of creating cumulative hourly and daily global 
GPS and GLONASS navigation message files by combining site­specific navigation message files.  With increasing frequency, incidents have occurred in which problematic 
navigation messages within site­specific files have corrupted these global files.  To mitigate this issue, improved quality control for both the site­specific and global navigation 
message files has been implemented.  That quality control can be broadly divided into three strategies: 

● filter discrete format/data problems. 
● comparison of time­adjacent messages for a satellite. 
● comparison to an external source (namely an IGS precise, rapid or ultra­rapid ephemeris). 

In this poster, each strategy will be described and its strengths and weaknesses delineated.  In addition, summaries of some problems, their frequency and distribution within the 
IGS network will be provided. 

Introduction 
When investigating problems reported by users of NGS products, the authors have occasionally identified the source as being a “bad” global RINEX broadcast navigation message 
file.  Hereafter, “RINEX broadcast navigation message file” will be abbreviated simply as “file” in this presentation, and we take “global” file to mean a file created by combining files 
for a day from individual sites around the globe thereby creating a file that can be used anywhere.  These global files are often called BRDC files because of the convention of using 
the string “brdc” as the four­character site identifier in the resulting RINEX file name.  The problems caused by a bad BRDC file generally fall into two categories: 

user reports: unexpectedly poor evaluation or processing of their data cause users to inquire if NGS is aware of any possible geophysical or GNSS causes. 
OPUS logs: the NGS Online Positioning User Service’s (OPUS) internal logs indicate an abnormal number of failures for a single day ­ usually in a limited region of a few 

hundred kilometers in diameter.  

Although these problems are infrequent, NGS undertook the challenge of preventing them entirely by implementing additional quality control (QC) tests for individual site and global 
files.  To this end, all 2015 IGS network GPS and GLONASS daily site and global files from the Crustal Dynamics Data Information System (CDDIS) were evaluated using the QC 
tests described in the next section.  The 2015 IGS GPS and GLONASS final ephemerides, also from the CDDIS, were used as “truth” in these tests.  The CDDIS, which acts as an 
IGS global data center, was selected simply for convenience and this data set selected solely as a recent sample for this investigation.  The authors do not mean to imply that the 
CDDIS, the data files it provides or the organizations that contribute those data files are better or worse than others by this selection.  In point of fact, the IGS strives for consistency 
across its data centers, so the issues, or lack thereof, found in this sample should be representative of those found in the files of any IGS data center.  And NGS has had a long and 
productive relationship with the CDDIS that we sincerely hope to continue.  Over 200,000 files were downloaded for this investigation.  It is certain that some of those downloads 



failed.  Although any such problems were corrected when found, the results of some failed downloads probably remain in the sample; however, the authors do not believe the 
number is large enough to adversely affect these results.  Currently, only GPS and GLONASS files are quality controlled and each system is handled separately (although there is 
almost complete sharing of source code, scripts and strategies between each system’s QC tools) so that issues unique to each GNSS can be clearly identified.  However, the plan is 
to consolidate these tools into a single set of tools/strategies applicable to all GNSS.  The date for this consolidation has not been set, but will likely be in months ­ not days or years. 

The Quality Control Strategies 
● Filter: ​Scan a file for discrete format problems.  These include general RINEX formatting issues, truncated files, and the like. 

○ Examples: 
■ Missing RINEX headers or required header lines. 
■ Inadvertently duplicated RINEX headers or header lines. 
■ Corrupted or truncated files. 
■ Nonsensical, often zero, values in header lines and messages, and some types of undesirable messages in an otherwise correctly formatted file. 

○ Pros: 
■ Most of these tests already exist in the NGS programming standards. 

○ Cons: 
■ Often a reactive response: a problem has to be encountered before source code is written to deal with it. 

● Internal consistency: ​Comparison of values extrapolated to the mid­point in time between time­adjacent Times of Ephemeris messages for a satellite. 
○ Examples: 

■ Grossly incorrect messages. 
○ Pros: 

■ Capable of identifying broad categories of issues without the need of additional files or information. 
■ Because this strategy requires no external “truth”, it can be used on any file, at any time, any where. 

○ Cons: 
■ Incapable of identifying some systematic data issues such as leap second problems. 
■ Implementation is the most complex of these strategies. 

● External comparison: ​Comparison to an external source ­ namely an IGS precise, rapid or ultra­rapid ephemeris. 
○ Examples: 

■ Grossly incorrect messages. 
■ Systematic problems such as an incorrect leap second. 

○ Pros: 
■ IGS products are the “gold” standard and are available (near) real­time. 
■ Near real­time and later identification of navigation message position problems is effectively perfect. 

○ Cons: 
■ Requires an external source of “truth” access to which can, in some circumstances, be difficult. 
■ IGS products sometimes have missing information, e.g. satellites excluded from ultra­rapid ephemerides, implying delays for the “best” results. 
■ Currently, only position problems are tested, but some other types of information could be as well. 



Discussion 
A selection of issues affecting many files in this sample are described and discussed, each in its own section.  No speculations as to the root causes of these issues are provided, 
nor are remediations offered except trapping (identifying and removing) the offending data as part of these QC tests. 
 
Even after limiting the sample to one year, the wealth of information prevents discussing individual sites in this format.  To provide more detailed information, Excel​®​ spreadsheets 
will be available for no less than six months at ftp://geodesy.noaa.gov/dist/MSchenewerk/IGS_2016_02. 
 
A note about the statistics used.  Many of the data sets described are simple counts of errors.  Because the IGS as a whole performs quite well, those counts are usually near zero 
and their distribution skewed from a normal distribution; therefore, means and standard deviations computed from these data sets won’t have precisely the meanings usually 
attributed to them.  For this reason, the median and interquartile range (IQR) will be used in this presentation.  Recall that the median is the midpoint value of an ordered population 
(numerically sorted in these cases).  Literally half of the sample population values must be above the median; half below.  If those ordered values are divided into quarters, the IQR 
is the third quarter value minus the first quarter value.  This implies that 50% of the sample population falls within the IQR around the median.  With a representative, normally 
distributed sample population: median ≅ mean; IQR ≅ 0.67​ᵰ�​.  But, again, normally distributed sets are not usually the case here. 
 
A second note about dates.  Unless a specific epoch is given, these are the days implied by the RINEX file names expressed as the GPS week and day­of­week.  For example: 
abcd​160​0.​15​n implies 2015­160 = 2015­06­09 = 1848­2.  To help with interpretation: the GPS week numbers for the first day of each month in 2015 are given below: 

Calendar Date  GPS Week­Day  GPS Week    Calendar Date  GPS Week­Day  GPS Week    Calendar Date  GPS Week­Day  GPS Week 

2015­01­01  1825­4  1825.57    2015­05­01  1842­5  1842.71    2015­09­01  1860­2  1860.29 

2015­02­01  1830­0  1830.00    2015­06­01  1847­1  1847.14    2015­10­01  1864­4  1864.57 

2015­03­01  1834­0  1834.00    2015­07­01  1851­3  1851.43    2015­11­01  1869­0  1869.00 

2015­04­01  1838­3  1838.43    2015­08­01  1855­6  1855.86    2015­12­01  1873­2  1873.29 
 
A limited amount of jargon and abbreviations will be used.  Although the authors believe their meaning will be obvious and they will be described in the normal flow of the text, as 
one would expect, a glossary is provided here for convenience. 

BRDC. . . . . . . . . global, combined broadcast navigation message file provided by IGS data centers. 
day­of­data. . . . . the day of the data implied by the broadcast navigation message file’s name. 
external . . . . . . . external comparison strategy = compare message values to an external source of “truth” such an IGS final, rapid or ultra­rapid ephemeris. 
file . . . . . . . . . . .  unless explicitly stated, file will mean a RINEX broadcast navigation message file. 
filter . . . . . . . . . .  filter strategy = verify format and other broad characteristics such as meaningful appearing values. 
GLO. . . . . . . . . . GLONASS.  
internal. . . . . . . .  internal consistency strategy = testing that values from similar or extrapolated from time­adjacent messages agree within reason. 
IQR . . . . . . . . . .  interquartile range. 
message . . . . . .  in individual RINEX broadcast navigation message block for a satellite. 
QC. . . . . . . . . . .  quality control. 
trap. . . . . . . . . .  identify and report (and remove operationally if instructed) broadcast navigation messages with errors. 



Messages Far Outside the Time Span Anticipated for a File 
Messages shortly before and after the specific time span implied by the file’s name are often included in a file.  For example 48% (160 out of 332) of the GPS individual site files for 
2015­160, plus the global file, contain messages from 2015­159T23:59:44 to 2015­161T00:00:00 GPS rather than strictly starting at 2015­160T00:00:00 GPS.  Inclusion of any 
messages that would be considered meaningful for a day could be considered appropriate, but a definitive argument for or against this practice won’t be offered here. 
 
What was surprising was how often files include messages with Time of Ephemeris tags that were days or weeks or months before the day­of­data.  Admittedly, these “stray” 
messages are unlikely to cause direct harm to any processing, but they could trigger warnings in software and potentially confuse users, and they unnecessarily increase file sizes. 

 
 
The plot to the left shows the counts­by­day of individual site files that 
contain navigation messages >1 day from the day­of­data implied by 
the file’s name.  Please note there will often be additional messages 
within 1 day of the day­of­data that were intentionally not counted for 
this plot.  GPS counts are blue; GLO are orange.  For comparison, 
the total number individual site files for each day is also shown: GPS 
in light­blue; GLO in light­orange.  The number of GLO files with this 
issue is usually small, <1%, but the GPS files suffer more and 
present a pattern that appears to be a weekly cycle. 
   
 
 
 

 
A more interesting representation of these GPS results is given in the plot to the right.  This plot shows the 
median counts of individual files containing messages >1 day from the day­of­data (horizontal, blue lines) 
and the IQR associated with those medians (vertical, blue lines) plotted versus the day­of­week.  The 
counts of files with this issue are usually about 5% of the total for weekdays, but 20% for Saturdays and 
30% for Sundays.  As stated at the start of the Discussion sections, the authors did not pursue any issue 
through hardware­firmware­software, but this plot suggests an issue with the transition from GPS week to 
week.  The authors also offer that the affected files are derived from many receiver/firmware types. 

   



Leap Second 
At the end of June 30, 2015 (= 2015­181 = GPS Week 1851­2), a leap second was added to UTC.  Speaking for the NGS analysis and data center teams, these events always 
entail some trepidation, so there was no surprise to find issues across the IGS network on the days following the addition of the leap second. 

 
The plot to the left “zooms in” on just the few days around the addition of the leap second.  We see that 
~75% of the individual files that have a LEAP SECONDS line in their RINEX headers have an erroneous 
value the day after the leap second was added.  For GPS, that is 159 out of 212 (there were a total of 329 
individual site files for that day, but many do not include the optional LEAP SECONDS header line); for 
GLO, that is 122 out of 165 files (218 total files for this day).  Fortunately, this issue is corrected within 48 
hours.  ​Most importantly, the BRDC files always have the correct values for the day­of­data​. 
  
Some interesting side notes are: 

● There is no method for inserting modified header information amongst the messages in these files, 
so files that contain a LEAP SECONDS value are ​likely ​to have the wrong value for “stray” 
messages, i.e. messages whose Time of Ephemeris tag is not the day­of­data. 

● 8 sites omit the LEAP SECONDS header line in their GPS files, but have it in their GLO files. 
● 4 sites have correct values in their GPS files, but incorrect values in their GLO files on 1851­2. 
● 2 GPS sites consistently have incorrect values the entire year. 
● 1 GLO site persisted with the pre­June 30 value after the day of the leap second. 

 
 

 
 
Another, more troubling issue occurred in the GLO 
files.  In these cases, the Time of Ephemeris tags were 
“off” by 1 second relative to the ephemeris values in 
the message.  Put another way, a message whose 
values were correct for 12:00:00 would have a Time of 
Ephemeris tag of 11:59:59 or 12:00:01.  Generally, the 
number of files with this problem is very small, but that 
number, spiked for approximately 11 weeks after the 
leap second usually from a consistent subset of the 
network. 
   



Files With Incorrect Messages 
Virtually all messages in these files are correct​   ...   however, incorrect messages do occur that can result in a satellite position in error by thousands of kilometers.  Excluding the 
leap second and formatting issues (discussed in other sections), these “incorrect” messages fall into two broad categories: 

● messages inconsistent with an IGS ephemeris being used as “truth”, but corresponding to time spans when zero accuracy codes (accuracy undetermined ­ satellite should be 
discarded or down­weighted) are reported in the ephemerides.  The satellite position differences with respect to the corresponding ephemeris are almost always less than a 
few tens of kilometers.  When this type of problem occurs, it affects all files with messages for the suspect satellite during the time span in question. 

● messages whose data appear genuinely incorrect, i.e. inconsistent with the IGS ephemeris being used as “truth” and with time­adjacent messages.  These can result in 
satellite position errors of thousands of kilometers. 

 
The plot to the left shows the by­day counts of files with 
incorrect messages.  Leap second and formatting issues 
have been excluded to simplify the plot and because they 
are discussed in other sections. 
 
Files whose “incorrect” messages can be attributed to 
ephemerides with zero accuracy codes were counted 
separately because of that uncertainty.  Those counts are 
shown, but de­emphasized by using light­blue for GPS 
and light­orange for GLO. 
 
Counts of files whose messages appear to be genuinely 
incorrect are shown using darker lines: GPS is in blue; 
GLO in orange.  
 
 

 
If a “genuinely incorrect” message occurred, the median number of such messages in that file was 1 for GPS with an IQR of 2, and a median of 1 for GLO with an IQR of 1.  In other 
words, if a file contained “genuinely incorrect” messages, usually there was only one such message in the file.  When an incorrect message occurred, it usually, but not always, 
occurred in several (sometimes many) files creating the spikes seen in the plot.  Remember that these “genuinely incorrect” messages are rare. 
 
One note, in these files, it is most common for messages to have Time of Ephemeris tags precisely “on the minute”, i.e. zero seconds before or after the minute.  For GPS, a few 
other Time of Ephemeris seconds are also common: 44 s is the most common of these “odd” times, but 28 s and 12 s are also seen.  An “odd” time might be startling, but is not a 
problem in itself. 
   



Formatting 

Formatting Programs 
44 different programs or program versions for creating the files are reported.  Some of these would be considered potentially out­of­date based upon the reported versions.  For 
example, ~13% of the sites report using a TEQC version more than 5 years old.  Of course, the age of the software does not guarantee that problems exist, but it is unsettling. 

RINEX format version: 
❏ GPS: approximately 2.1% report as being RINEX 2, 0.0% as 2.01, 91.1% as 2.10 and 6.7% as 2.11. 
❏ GLO: approximately 0.0% report as being RINEX 2, 1.6% as 2.01, 90.1% as 2.10 and 8.3% as 2.11. 

 

Missing/Duplicate Header Lines: 
The plot to the right summarizes the occurrences of header format errors: 
missing RINEX headers, duplicate headers, or missing or corrupted (required) 
header lines.  GPS is in blue; GLO in orange.  This figure is deceptive because 
the GPS and GLO counts are almost identical and the implication of this is true: 
namely that when this type of problem occurs, it occurs in both the GPS and 
GLO files if that site provides both. 
 
Individual problem types are not broken out to keep the plot from being “too 
busy”.  Excluding LEAP SECONDS issues, missing headers are the most 
common problem by a wide margin. 
 

CORR TO SYSTEM TIME Problems: 
Although not a required RINEX header line, the CORR TO SYSTEM TIME, a correction 
from GLONASS system time to UTC(SU), is critical for highest accuracies when using the 
GLO files.  For this reason, special attention was paid to this record when it was included. 
Grossly incorrect values and some formatting errors which would cause grossly incorrect 
values to be read, can cause errors of kilometers or more.  In the plot on the left, one sees 
that the most common problem was a zero (0) value for the correction.  During 2015, the 
magnitude of this correction was small (e.g. 10​­8​ s to 10​­10​ s), so a value of zero does not 
significantly affect the satellite positions, but it could point to other problems.  Similarly, the 
dates in the CORR TO SYSTEM TIME lines could be off by a few days and affect the 
positions less than a millimeter.  But one amusing special case: on December 31 
(2015­365 = 1877­4), 31 files reported the year as 2105 rather than 2015.  This “typo” was 
counted as a Format issue in the plot.   



GPS Latency 
Although not within the purview of this investigation, information about the latency of the files was collected.  Here, latency is determined by the modification time of a file.  While this 
is not a perfect or perfectly reliable measure of latency, it should serve as a good surrogate.  The results for GPS files are given in the table below.  The columns repeat in groups of 
four: the four­character site ID, the median latency in days, the IQR of the latency in days, and the reliability of a site providing a file as a percentage the total number of days of the 
year.  There is an empty spacer column between four­column groups.  The top row contains labels for the columns.  Every row thereafter gives information about a site.  Every tenth 
row is shaded light gray to aid in navigation.  Gray or white median and IQR cells have a latency ≤ 1 day.  Yellow cells: ≤ 7 days.  Red cells > 7 days.  The authors freely admit the 
table below is difficult to read, but a “feel” for the overall latency should be evident by the color coding.  The point, of course, is that most of the table is without yellow or red shading. 
The overall median latency is 0 days with an IQR of 0 days with a reliability of 84%.  Excellent!  The BRDC latency is 10 days with an IQR of 23 days. 
 
 
 
 
   



GLO Latency 
The motivation for and description of the GLO table are identical to the GPS Latency table.  Recall that gray or white median and IQR cells have a latency ≤ 1 day.  Yellow cells: ≤ 7 
days.  Red cells > 7 days.  Here, again, the point is that most of the table is without yellow or red shading.  The overall median latency is 0 days with an IQR of 0 days with a 
reliability of 84%.  Excellent again!  The BRDC latency is 1 days with an IQR of 0 days 
.   



File Sizes 
The plot to the right shows the by­day counts of files considered too 
big and too small: GPS in blue; GLO in orange.  Files greater than 
twice the median size were considered too big; less than one­half the 
median file size were considered too small.  This range is about 10⨉ 
the IQR for both GPS and GLO.  Because there are many potential 
issues outside a site’s or the data center’s control that could truncate 
files, the “too small” counts have been de­emphasized, but are still 
shown for completeness. 
 
Five GPS sites have provided files for almost the entire year that are 
“too big”; four GLO sites have done so.  Both the GPS and GLO files 
from one of these sites are “too big”; the other three GLO sites also 
contribute GPS files, but their GPS files were not flagged as being 
“too big”.  Spot checking a few of these files suggests the cause to 
be duplicate messages.  Seven different receiver types from three  
different manufacturers were used to create these persistently “too  
big” files. 
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